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HOW T0 CHOOSE

A MOTOTRBO AND
SMARTPTT SYSTEM?

D

DEFINE REQUIRED SYSTEM
COVERAGE AND CAPACITY =>
GET YOUR MOTOTRBO SYSTEM

System Capability

High density
Fast data
Mobility
Encryption
Resilience

Capacity Max

Up to
1600 users  Up to 3000 users

Mid density

Capacity
Plus

Applications
Low density
Privacy
Data
Voice
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MATCH THE MOTOTRBO SYSTEM TO
YOUR DESIRED CONNECTIVITY TYPE =>
SELECT YOUR SMARTPTT PRODUCT

Up to 200 users

Onsite Local Regional Nationwide

System Coverage

MOTOTRBO System

Capacity Max SmartPTT PLUS

Enterprise

Linked Capacity Plus PLUS via IP via control

stations

. . Enterprise
Capacity Plus PLUS via IP via controI; stations

PLUS via IP over local Enterprise via IP

IP Site Connect
and global channels over global channels

Conventional, Simplex SmartPTT Enterprise
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VOILA! CONTACT YOUR REGIONAL
SALES MANAGER FOR A QUOTE AND
A DEMC
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Europe and Africa,
Asia Pacific and Middle East
+] 3822 522 511

North and South America
+1 186 362 5525

info@smartptt.com




